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MUNICIPALITIES
MUNICIPIOS
KOMMUNALTECHNIK
MUNICIPALITÀ
MUNICIPALITÉS

MARINE
NAVAL
SCHIFFFAHRT
NAVALE
MARIN

AUTOMOTIVE
AUTOMOTRIZ
AUTOMOBILINDUSTRIE
AUTOMOTIVE
AUTOMOBILE

CEMENT PLANTS
PLANTAS DE CEMENTO
ZEMENTFABRIKEN
CEMENTIFICI
CIMENTERIES

POWER STATIONS
CENTRALES ELÉCTRICAS
STROMKRAFTWERKE
CENTRALI ELETTRICHE
CENTRALES ÉLECTRIQUES

HIGH PRESSURE PUMPS FOR AN ENTIRE WORLD OF POSSIBLE APPLICATIONS
BOMBAS DE ALTA PRESIÓN PARA UNA INFINIDAD DE POSIBLES APLICACIONES
HOCHDRUCKPUMPEN FÜR EIN GANZES UNIVERSUM MÖGLICHER ANWENDUNGEN
POMPE ALTA PRESSIONE PER UNA VASTA GAMMA DI APPLICAZIONI POSSIBILI
DES POMPES HAUTE PRESSION POUR UN MONDE D’APPLICATIONS POSSIBLES

PETROCHEMICAL
PETROQUÍMICO
PETROLCHEMIE
PETROLCHIMICO
PÉTROCHIMIQUE

CONSTRUCTION AND RENOVATION
CONSTRUCCIONES Y REESTRUCTURACIONES
BAU- UND RENOVIERUNGSSEKTOR
COSTRUZIONI E RISTRUTTURAZIONI
CONSTRUCTIONS ET RÉNOVATIONS

CHEMICAL PROCESSING
TRATAMIENTOS QUÍMICOS
CHEMISCHE BEHANDLUNGEN
TRATTAMENTI CHIMICI
TRAITEMENTS CHIMIQUES

MILITARY
MILITAR
MILITÄR
MILITARE
MILITAIRE

FOUNDRIES
FUNDERÍAS
GIESSEREIEN
FONDERIE
FONDERIES

OILFIELDS
YACIMIENTOS PETROLÍFEROS
ERDÖLVORKOMMEN
GIACIMENTI PETROLIFERI
GISEMENTS DE PÉTROLE

AVIATION
AVIACIÓN
LUFTFAHRT
AVIAZIONE
AVIATION
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EFR

SYMMETRICAL - REVERSIBLE CARTER / CÁRTER 
SIMÉTRICO - REVERSIBLE / SYMMETRISCHES GEHÄUSE - 
REVERSIBEL / CARTER SIMMETRICO - REVERSIBILE / 
CARTER SYMÉTRIQUE – RÉVERSIBLE.
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CARACTERISTIQUES TECHNIQUES













44

H P P  ›  H i g h  p r e s s u r e  p u m p s

620
[24.41]

180
[7.09]

138
[5.43]

179
[7.05]

27
6.

5
[ 1

0.
9] 65

[ 2
.5

6]

[7.68]
B

C

195

55
[2.17]

n°4 M16

11
0

20
.5

[ 0
.8

1]

526
[20.71]

240
[9.45]

80
[3.15]

70
[2.76]

210
[8.27]

364
[14.33]

162
[6.38]

[ 4
.3

3]

A

G1"
M12 L=32

M12 deep=1.26

Ø
40

+0
.0

15
+0

.0
02

1.
57

54
1.

57
49

12
-0 -0

.0
52

0.
47

2
0.

47
0

34
[ 1

.3
4]

Modello
Model A

G1 1/2"

G2"

176.5 78.5

B C

106/250 - 133/210 - 153/200

181.5 71.5185/160 - 220/140

[6.95] [3.09]

[7.15] [2.81]

620
[24.41]

318
[12.52]

179
[7.05]

27
6.

5
[ 1

0.
9] 65

[ 2
.5

6]

195
[7.68]

B 55
[2.17]

n°4 M16

20
.5

[ 0
.8

1]

408
[16.06]

240
[9.45]

80
[3.15]

70
[2.76]

210
[8.27]

246
[9.69]

162
[6.38]

11
0

[ 4
.3

3]

A

G1"
M12 L=32

M12 deep=1.26

Ø
40

+0
.0

15
+0

.0
02

1.
57

54
1.

57
49

12
-0 -0

.0
52

0.
47

2
0.

47
0

34
[ 1

.3
4]

C

Modello
Model A

G1 1/2"

G2"

316.5 78.5

B C

106/250 - 133/210 - 153/200

321.5 71.5185/160 - 220/140

[12.46] [3.09]

[12.66] [2.81]

GEARBOX MOUNTING POSITIONS › POSICIONES DE MONTAJE REDUCTOR › MONTAGEPOSITIONEN 
UNTERSETZUNGSGETRIEBE › POSIZIONI DI MONTAGGIO RIDUTTORE › POSITIONS DE MONTAGE RÉDUCTEUR

TECHNICAL FEATURES › CARACTERÍSTICAS TÉCNICAS › TECHNISCHE DATEN ›  CARATTERISTICHE TECNICHE ›
CARACTERISTIQUES TECHNIQUES

ESR

SYMMETRICAL - REVERSIBLE CARTER / CÁRTER 
SIMÉTRICO - REVERSIBLE / SYMMETRISCHES GEHÄUSE - 
REVERSIBEL / CARTER SIMMETRICO - REVERSIBILE / 
CARTER SYMÉTRIQUE – RÉVERSIBLE.

ESR

ES

45° 45°

45
° 45°

45° 45°

45
° 45°

A

B

C

D

E L

I

H

G

F













50

H P P  ›  H i g h  p r e s s u r e  p u m p s

36° 36°

36
° 36°

A

B

C D

F

E

N

M

LI

G

H
36° 36°

36
° 36°

[3.74]
95

[2.95]
75

[2.76]
70

[7.68]
195

[15.22]
195

[23.62]
600

[15.2]
386.5

[13.78]
350

[23.1]
586.5

[15.61]
396.5

[7.48]
190

[8.27]
210

[6.06]
154

[4.15]
154

n°4 M14

[5
.8

3]
14

8

SAE 3000
Flangia

SAE 6000
Flangia

[ 1
2.

26
]

31
1.

5

[ 7
]

17
8

[ 2
.1

6]
55

[ 1
.4

6]
37 [ 1

.1
]

28

10
+0

.0
22

-0

0.
39

46
0.

39
37

Ø
35

+0
.0

08
-0

.0
08

1.
37

83
1.

37
76

M8 L=22
M8 deep=0.87

[3.74]
95

[3.07]
78

[2.99]
76

[7.68]
195

[15.22]
195

[23.62]
600

[15.2]
386.5

[13.78]
350

[18.56]
471.5

[11.08]
281.5

[7.48]
190

[8.27]
210

[6.06]
154

n°4 M14

[5
.8

3]
14

8

SAE 3000
Flangia

SAE 6000
Flangia

[ 1
2.

26
]

31
1.

5

[ 7
]

17
8

[ 2
.1

6]
55

[ 1
.4

6]
37

20
+0

.0
33

-0

0.
78

87
0.

78
74

Ø
70

+0
.0

15
-0

.0
15

2.
75

65
2.

75
53

M16 L=32
M16 deep=1.26

[ 1
.0

2]
26

GEARBOX MOUNTING POSITIONS › POSICIONES DE MONTAJE REDUCTOR › MONTAGEPOSITIONEN 
UNTERSETZUNGSGETRIEBE › POSIZIONI DI MONTAGGIO RIDUTTORE › POSITIONS DE MONTAGE RÉDUCTEUR

TECHNICAL FEATURES › CARACTERÍSTICAS TÉCNICAS › TECHNISCHE DATEN ›  CARATTERISTICHE TECNICHE ›
CARACTERISTIQUES TECHNIQUES

GL

GLR

GLR

SYMMETRICAL - REVERSIBLE CARTER / CÁRTER 
SIMÉTRICO - REVERSIBLE / SYMMETRISCHES GEHÄUSE - 
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CARTER SYMÉTRIQUE – RÉVERSIBLE.
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